
   Cutting speed : 0.005 to 0.75 mm/min (special specification)
   Manual pulse feed : 0.001 mm/div

   Required floor space : Approx.4,900 x 3,900 mm
   Machine height : Approx.2,600 mm
   Machine weight (excluding special accessories) : Approx. 8,700 kg

　　　　　≪Options≫

   Manufactured in 2002, fully overhauled in 2018

   Dresser

   Grinding stone speed :  575 rpm (60 Hz)

   Grinding fluid treatment device (1000 ℓ) with magnetic separator

   Grinding stone feed : 300 mm/min 

   Grinding temperature control device

   Electromagnetic chuck specification change: φ1400 mm
   Grinding wheel holder: φ740 mm for small diameter triangular grinding wheel

   Foot switch

　　　　SUMITOMO Brand NC Rotary Grinder
 

　　　　　≪Specifications≫

   Max. load weight : 1,500 mm
   Magnetic chuck speed : 5 to 30 rpm

SVR130A YOM : 2002 OH : 2018 S/No : 8066

   Max.swing : 1,500 mm
   Max. work height : 360 mm

   Magnetic chuck diameter : 1400 mm
   Grinding stone outer diameter : 740 mm

Control 　　　
unit : FANUC PowerMate MODEL-D


























